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BAK-51-L Application

Explosion proof LED light
hole lamp (Il C)

1. Itis applicable for zone 1 and zone 2 in explosive gas atmosphere;

2. Itis applicable for explosive gas atmosphere CAT. IIA, IIB and IIC;
3. Itis applicable for temperature groups T1-T6.
4. Itis applicable for dangerous explosive locations such as oil exploitation, petroleum refining
and storage, chemical industry,medical industry, war industry, military installation, etc;
1 5. Itis applicable for lighting of chemical reaction vessels;
6. Itis applicable for small-scale projection lighting when it adopts rack mounting;
7. 1t adopts high-brightness energy-saving LED light source, with low power consumption,
long service, and maintenance free;
8. Fully consider the field using demands, it is especially equipped with magnetic control
| switch that has time—delay turn off and touch-control turn off two modes.

Model implication

BAK-81-L-0J/LJ 01 [

L: vertical type
Z: seat type
Delay time(blank if it isn't the time—delay product)

On/off controlled by lamp body switch, without time delay

Controlled by lamp body switch,with time—delay off

On/off controlled by external switch, without time delay

Controlled by external switch, with time—delay off

Rated voltage

LED lamp

Design no.

Explosion—proof aperture lamp
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BAK-51-L
Explosion proof LED light
hole lamp (11 C)

Product structure performance

1.The shell is made of aluminum alloy by means of high-pressure casting, and the
surface is treated with high—pressure static powder coating after shot blasting.

2.High explosive-proof grade, elegant appearance;

3.Adoption of high-brightness LED as the light source, it is featured with environmental
friendly, low power consumption,long service life, maintenance free, etc;

4.1t is applicable for chemical reaction vessels or special locations in dangerous
environment, with special magnetic control switch;

5.Built-in switch, need not additional explosion—proof lighting switch;

6.With time-delay turn off and touch—control turn off two modes, the delay time can be
custom-made according to users' requirements;

7.1t also can be used as small-scale projection lighting for some applications, with good
flexibility;

8.The internal circuit is equipped with short—circuit protection function;

9.Excellent seal structure design, with good watertight and dustproof performances;
10.Steel pipe or cable wiring.

Main technical parameters

Executive standard : GB 3836.1, GB 3836.2, IEC60079
Ex-mark : ExdIICT6Gb

Rated voltage : AC 36/110/220V

Light source :LED

Rated power : <3W

Time-delay turn off time : 5min, 10min

Protection grad : I1P66

Corrosion—proof-class : WF1

Entry spec : G1/2"

Cable's outer diameter : ®6mm ~ ®10mm
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BAK-51-L

Explosion proof LED light

hole lamp (Il C)
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Selection table

Type Rated voltage min Lamp Power Ex-mark Protection grad
BAK51-AC36/A AC36 /
BAK51-AC110/A AC110 /
BAK51-AC220/A AC220 /
BAK51-AC36/B5 AC36
BAK51-AC36/B10 AC36 10
BAK51-AC110/B5 AC110 5
BAK51-AC110/B10 AC110 10
BAK51-AC220/B5 AC220 5
BAK51-AC220/B10 AC220 10 LED <3 ExdIICT6Gb IP66
BAK51-AC36/C AC36 /
BAK51-AC110/C AC110 /
BAK51-AC220/C AC220 /
BAK51-C36/D5 AC36
BAK51-AC36/D10 AC36 10
BAK51-AC110/D5 AC110 5
BAK51-AC110/D10 AC110 10
BAK51-AC220/D5 AC220 5
BAK51-AC220/D10 Ac220 10

Outlines & installation dimensions

. . . Socket type mounting accessories
Outline drawing vertical type seat type

Order note

1.Factory default for products with time delay 1-5min is set as 5min; for products with
time delay 6-10min is set as 10min.Please specify clearly if require the time delay more
than 10min.

2.Please specify clearly for special requirements on rated voltage. e.g: if need a
vertically installed BAK51-LED explosion—proofinspection hole lamp, rated voltage is
AC110, with lamp body switch control, turn off after a delay of 5min, then the order model
should be BAK51-LED-AC110/B5L.



