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Technical parameters of S11 series 20kv resin no excitation voltage oil-immersed distribution transformer

voltage combination

rated no— load no- short- track gauge
capacity high high voltage low connection load loss load circuit
voltage tapping range voltage symbol current loss resistance
q,,;.?;} .’i", .!u., oy 30 100 | 690/660 2.1 450 x 450
50 130 | 1010/960 | 2.0 450 x 450
||ll|lllm""" 63 150 |1200/1150| 1.9 450 x 450
i 80 180 |1440/1370| 1.8 450 x 450
I e S 100 200 |1730/1650| 1.6 450 x 450
125 240 [2080/1980| 1.5 450 x 450
160 290 [2540/2420| 1.4 > 550 x 550
200 340 |3000/2860| 1.3 550 x 550
250 £5%: Yyno 400 [3520/3350| 1.2 550 x 550
315 20 or 0.4 or 480 [4210/4010| 1.1 550 x 550
400 £2x2.5% . 570 [4970/4730| 1.0 550 x 550
500 680 |5940/5660| 1.0 550 x 550
630 810 6820 0.9 820 x 820
800 980 8250 0.8 820 x 820
1000 1150 11330 0.7 820 x 820
1250 1380 13200 0.7 6 820 x 820
1600 1660 15950 0.6 820 x 820
2000 1950 19140 0.6 1070 x 1070
2500 2340 22220 0.5 1070 x 1070

Technical parameters of 35kV SZ11 series off—circuit-tap—changing power transformer

voltage combination Weight
rated no- load no- short—
€apacity high high voltage low connecion 10ad loss load circuit track gauge
voltage tapping range voltage symbol ~ current loss  resistance tare oil total
2000 | 3s: > 2300 | 19200 | 0.5 1070x1070 | 2800 | 1900 | 6800
7385'_13x2.5 2 1Yd11 6.5
2500 e 11045_” 2720 | 20600 | 0.5 1070 x 1070 3350 | 2100 | 7500

22



TRANSFORMER

$11. $11-M

. . voltage combination Weight
Series low loss energy—saving
power transformer rated no- load no- short— track gauge
capacity high high voltage low connecton l0ad loss load circuit
voltage tapping range voltage symbol ~ current loss  resistance tare oil total
3150 3230 | 24700 | 0.5 1070 x 1070 3720 | 2250 | 8580
4000 Yd11| 3870 | 29100 | 0.5 7.0 1070 x 1070 4375 | 2900 | 10345
5000 464 | 34200 | 0.5 1475x 1475 | 4900 | 3100 | 11200
6300 5630 | 36700 | 0.5 1475 x 1475 6410 | 3300 | 12280
8000 6.3; 7870 | 40600 | 0.4 7.5 1475 x 1475 8390 | 3610 | 17150
10000 33855 +3x2.5 %65;; Ynd11 9280 | 48000 | 0.4 1475x 1475 | 9150 | 4720 | 19740
12500 11; 10970 | 56800 | 0.35 1475x 1475 | 11340 | 5010 | 21400
16000 13100 | 70300 | 0.35 8.0 2040x 2040 | 13410 | 5200 | 25630
20000 15500 | 82700 | 0.3 2040x 2040 | 15740 | 5960 | 28680
25000 18300 | 97800 | 0.3 2040x2040 | 17055 | 6620 | 33500
m 21800 | 116000 | 0.3 10 2040x 2040 | 21800 | 9400 | 43020
Technical parameters of 35kV S11 off—circuit-tap—changing distribution transformer
voltage combination Weight
rated no- load no- short—
capacity high high voltage low connecton l0ad loss load  circuit trackgauge
voltage tapping range voltage symbol ~ current loss  resistance tare oil total
50 160 [1200/1140 1.3 450x450 233 263 827
100 230 [2010/1910] 1.1 450x450 348 310 827
125 270 |2370/2260] 1.1 450x450 406 340 1037
160 280 [2820/2680| 1.0 450x450 | 496 | 350 | 1110
200 340 (3320/3160/ 1.0 450x450 557 370 1200
250 400 [3950/3760| 0.95 550x550 | 646 | 400 | 1360
315 480 |4750/4530| 0.95 550x550 771 450 1620
400 |35:| =2 Y0 580 |5740/5470] 0.85 550x550 | 890 | 500 | 1850
s00 98- x25%;| 4 Dyor:11 680 69106580 085 | | 550x550 | 1070 | 560 | 2140
630 830 7860 0.65 550x550 | 1245 610 2420
800 980 9400 0.65 820x820 | 1450 670 2710
1000 1150 | 11500 | 0.65 820x820 | 1665 760 3280
1250 1400 | 13900 0.6 820x820 | 1910 810 3560
1600 1690 | 16600 0.6 820x820 | 2187 890 4060
2000 1990 | 19700 | 0.55 1070x1070| 2720 | 1059 | 5161
2500 2360 | 23200 | 0.55 1070x1070| 3236 | 1143 | 5912
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P Standards

Range of use: S11-M series of Henre transformer can be widely used in high-rise buildings,
commercial center, subway, airport, station, industrial and mining enterprises, oil drilling platform,
platform, particularly applicable to flammable, explosive and other fire safety requirements and
the harsh environment of high places. It also be used for residential, commercial street, industrial
and mining enterprises and the rural power and lighting purposes.

Structure and characteristics: The use of core quality grain oriented cold-rolled silicon steel
sheet, oblique banding structure of non porous, the iron core is a multistage step type three or five
joints, seams, air loss low, low noise; coil: shrink up enamelled round copper wire, the use of high—
quality QQ, oxygen free copper bar drawn flat copper coins or knot winding and, in the form of
cylinder type, continuous, screw type, split type, with enough electric strength, mechanical
strength and heat dissipation capability. Tank: welded together by high quality steel plate, elliptic,
rectangular structure with radiating elements, using finned radiator, radiator or corrugated
expansion tank, oil tank test reliable sealing in the factory, the internal and external surface by
pickling, phosphating, three bottom side paint coating is leisure, corrosion resistance and beauty.

Technical parameters of 10kV S11 off-circuit-tap—changing distribution transformer

voltage combination Weight
rated no- load no- short—
€apacity high high voltage low connecion 10ad loss load  circuit  track gauge
voltage tapping range voltage symbol ~current loss  resistance tare oil total
o |, 100 | 630/600 | 1.5 400x400 | 135 | 65 | 253
— £2
50 |6.3| x2.5%: YynO| 430 | 910/870 | 1.3 400x400 | 210 | 75 | 335
10 or 0.4| or 4.0
63 |10.5 . a0 Dyn11 150 [1090/1040| 1.2 400x400 | 235 | 90 | 435
8o |11 180 [1310/1250 1.2 400x450 | 270 | 95 | 450
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